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INSTALASI PENGOLAHAN
AIR LIMBAH (IPAL)
INSTALASI PENGOLAHAN
AIR LIMBAH (IPAL)
TYPE : EL5PM CAP.5M3/DAY PLTS 1500 WTYPE : EL5PM CAP.5M3/DAY PLTS 1500 W

IPAL Elka MED EL5PM alat pengolahan Air
Limbah  di Puskesmas atau klinik sudah
termasuk Pembangkit Listrik Tenaga Surya
(PLTS) Pengoperasian sudah Touch Screen
terkoneksi dengan Android ,memenuhi standar
mutu air baku dengan system Elecro Coagulasi  
Reaktor Sudah direkomendasikan oleh
Kementerian Lingkungan Hidup yang tidak
membutuhkan lahan yang luas untuk
penempatan alat.

Distributor:
PT.Elkaka Putra Mandiri
Jl.P.Batam Raya No.34
Way Halim Permai - Bandar Lampung 35135



Type EL5PM Cap.5m3/Day  

Perankat  IPAL

SPESIFIKASI
PLTS 1500 Watt

Kapasitas Mesin

System 

Runing Power

Panel Control

Dimensi

Material Cover 

Material rangka

Material Bak 

Power

Submersible Pump 180 Watt

Blower Pump 100 watt

ECR Generator 450 watt

ECR Modul System

Micro Filter Tube 20"

CTO Catridge 

Spoon Catridge 

Automatic Panel Control

UV Lamp 12 Gpm

Water Meter 3/4"

Chlore Tube

Reaktor Tank 

Indicator Tank

: 5m3/Day

: Electro Coagulasi Reactor

: ± 850 Watt 220/240 V

: Automatis Touch Screen Conecting Android

: 155 x 153 x 160 cm

: Stainless steel 201 Hardline

: Holo Galvanis

: Fiberglass

: PLTS/PLN

: 2 Unit. Daya 180 Watt 220~240 V; H-Max 7 mtr; Flow Max.133 l/menit  

: 2 Unit. Daya 100 Wat 220~240 V; Aliran udara 8400 Jam; Tekanan 0,042 m  

: 1 Unit. Capasitas (A) :20-120 (1,6mm-4mm);Duty Cycle : 120 A

 : 1 Set 

: 6 (enam) Unit

: 3 (Tiga) Unit

: 3 (tiga) Unit 

: 1 set Ukuran ± 30x40x20 cm

: 4 Unit.40 Watt 110~250 V ; Flow 12 Gpm 3m3/h

  In-out  3/4"

: 2 Unit 

: 1 Unit

: 1 Set

: 1 Set

PLTS 1500 Watt
Spesifikasi EL5 PM

PLTS 1500 Watt

Solar Panel Plycristalyne 250 watt 24 V - 6 Unit

Hi Cell Inverter ongrid 1 kw 1xMPPT 1(Phase) -1 unit

MCB DC 2 Pole 500 Volt 25 A - 1 buah

MCB AC 1 pole 6A - 1 buah

Real kabel 3,5 cm x 6,5 cm - 1 Batang

Box panel 40x60x20 cm - 1 Unit

SPD AC 2 Pole 20  KA (1 phase) - 1 unit 

SPD DC 2 Pole 1000 Volt - 1 Unit

Collector braket + rail + baut - 3 Set

Kabel  AC NYY 3x4mm 20 Mtr

Kabel Grounding 4 mm (kabel BC)  20 Mtr

Solar cable type PV1-F 1x6mm2 (DC Cable) 30 Mtr

Pipa Counduit 20 mm - 8 batang

Conectror Stabuit Male and female - 4 pc

Baterry Deep Gell VRLA 120 AH - 4 Buah

Detail pekerjaan sipil
Pembuataan bak grease trap Dimensi 100x200x200cm

Pembuatan Bak Equalisasi Dimensi 100x300x200cm

Pekerjaan Lantai kerja Dimensi 300x300x10cm

Rumah IPAL Dimensi disesuaikan 

Pagar Rumah IPAL disesuaikan


