
Sistem PLTS berguna untuk Rumah Sakit,Puskesmas
dan Klinik terus berjalan dengan energi listrik yang
hemat biaya dan bebas polusi serta  tidak merusak
lingkungan.
PLTS Sebagai salah satu Sumber Energi baru dan
terbarukan  menjadi solusi untuk menjaga kelancaran
operasional Rumah Sakit,Puskesmas dan klinik serta
sarana fasiltas kesehatan lainnya yang sudah dilayani
jaringan PLN maupun yang belum .

PEMBANGKIT LISTRIK
TENAGA SURYA (PLTS)
HYBRID/OFF GRID 1 PHASA
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TYPE  ELKA MED PS10 CAP.10000 WATT
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TYPE  ELKA MED PS5 CAP.10000 WATT
SPESIFIKASI :

1.Solar Panel Surya Monocrystalline 540 WP  20 Unit

Model 
Maximum Power (Pmax)
Module Efficiency (%)
Maximum Power Curren (Imp)
Maximum Power Voltage (Vmp)
Maximum Circuit Voltage  (Voc)
Short Circuit Current (Isc)
Nominal Module Operating Temperatur 
Maximum System Voltage 
Nominal Maximum Fuse Current
Power Tolerance
Berat 
Dimensi 
Solarcell Type 

: 5400 (HPM)/72 (182)
: 540 WP
: 20,80%
: 12,98 A
: 41,60 V
: 49,42 V
: 13,85 A
: 44± 2℃
: 1500 VDC
: 25 A
: 0± 5 W
: : 28 kg 
: 2278 x 1134 x 35 mm
: 182mm Mono Cristalline ( Half Cell)

2..PV Cable 2 x 6 mm.                                            100 Meter

Model
Cross Section
Rated Current
Rated Voltage 
Insulatioan Material
Temperatur Range
Application 
Outer Dimention 

: PV1-F 2*6mm
; 6 mm2
: 57 A
: DEC 1800 V
: XPLE
: - 40℃ ~ +90℃
: Solar Energy System
: 5,55 x 10.00 mm

3.Ac DC Combiner 5 KW.                                    2 Unit
2 Input PV String Line (2 DC Output Max.550 VDC)
4 Pcs Fuse holder10x38 mm + Fuse Link Max 32 A
2 Pcs DC MCB 2 pole Max.550 VDC- Max 63 A
2 Pcs PV SPD Surge protector 2 pole Class II 20/40 KA Max.630 VCD
Box Standard MCBoutbox includeedMC4 Mounting Cord + cableGland

4.Inverter Hybrid 48 VDC 5 KW.                  2 Unit
Hybrid  inverter 5 kw
48 VDC (PSW)
MPPT tech 80 A Carging current
Pure sine ve inverter
Built in MPPT solar changer controller 
Selectable input voltage range and frequensi according to City power in your country
Charging current is setable according to your battery type
Configurable AC/Soloar inputpriority via LCD setting
Compatible to mains voltage or generator power
Auto restart while AC is recovering 
Overload and shirt ciscuit protection 
Smart charging system optimizes

5.Battery Lithium Life P04 48 100 Ah.          9 Unit

Type of cell
Nominal Capacity
Max Charging 
Max Discarging 
Charging 
Charging Voltage
OPerating Votage
Operating Temperatur 
Lifecycle up to

: Life P04 Prismatic 
: 2560 Wh
: 2560 Wh
: 100 A
: 100 A
: 27,7 - 28,8 V
: 22-28 V 
: 10 -50℃
: 7 - 10 Tahun

6.Accessories                                                               1 Set

7.PV Nounting Aloy                                                   1 Set

8.Baterry Cable 10 mm                                           15 meter

9.Cable AC Load 2 x 1,5 mm 2 x 2,5 mm.      40 Meter


